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Hlavné výhody
• vysoké tepelno izolačné vlastnosti

• za studena ohýbateľný

• ideálny pre oblúkové presklenia 

Exolon® multi UV 7/20-14 BF je sedemstenná 
polykarbonátová doska s hrúbkou 20 mm. Materiál kombinuje 
vysokú svetelnú priepustnosť, výbornú tepelnú izoláciu a 
vynikajúcu odolnosť proti poveternostným vplyvom. Doska je 
ľahká, odolná proti nárazom a ľahko sa inštaluje.

Výhody:
• vysoké tepelno izolačné vlastnosti,
• za studena ohýbateľný,
• ideálny pre oblúkové presklenia.

Exolon® multi UV 7/20-14 BF je ideálny pre za studena 
ohýbané klenby a súčasne je vhodný aj pre ploché zasklievanie:  
• priemyselných budov a športových hál;
• svetlíkov, šedových presklení; 
• striech a prestrešení.

UV ochrana
Dosky sú vyrábané s koextrudovanou UV-ochrannou vrstvou. 
Táto strana opatrená UV-ochrannou musí byť inštalovaná
nahor/smerom von. Tým získava doska vysokú a účinnú
ochranu pred poveternostnými vplyvmi - poskytovaná záruka
10 rokov.

Ohýbanie za studena
Ohyb musí byť vždy v smere dutiniek, nikdy nie priečne 
(nebezpečenstvo prasknutia).

Na dopyt
IQ-Relax opálovo mliečne dosky s perleťovým nádychom, 
ktoré výrazne znižujú prestup tepla za slnečného žiarenia, ale 
súčasne umožňujú priechod viditeľného svetla. Viac svetla, 
menej tepla! 

Technické dáta

Počet stien 7

Hrúbka 20 mm

Šírka komôrky 14 mm

Hmotnosť 2,7 kg/m2

Šírka dosiek 2100 mm

Dĺžka dosiek 2000–11000 mm

Minimálny prípustný polomer ohybu 
za studena Rmin

3000 mm

Svetelná priepustnosť τD65

číra 1099
biela 1146
IQ-Relax

56 %
45 %
39 % 

Celkový prestup energie g
číra 1099
biela 1146
IQ Relax

53 %
46 %
39 %

Koefi cient prestupu tepla Ug (1) 1,5 W/m2 K (vertikálna aplikácia)

Koef. tepelnej rozťažnosti 0,065 mm/m °C

Tepelná rozťažnosť 3 mm/m

Max. teplota bez zaťaženia 120 °C

Hluková izolácia 21 dB

UV ochrana ÁNO

Záruka 10 rokov

Požiarna odolnosť (2) 

Európa B-s1, d0 (EN13501-1) 

(1) Koefi cient prestupu tepla testovaný v súlade s normou EN ISO 10077-2
(2) Polykarbonátové dosky môžu zmeniť svoje správanie pri požiari v dôsledku 
starnutia a poveternostných vplyvov. Požiarna odolnosť bola testovaná na 
novom nezvetranom materiáli v súlade s uvedenou požiarnou klasifi kačnou 
normou.

~ 2100

rozmer v mm



Tieto informácie nenahrádzajú konkrétne predpisy danej krajiny napr. schválenie stavebného odboru. Verzia 2021/04
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MAKROLON® MULTI UV 7/20 BF
Technický list 

Ak sa Exolon® multi UV 7/20-14 BF používa na presklenie striech 
alebo stien, sily pôsobiace vplyvom vetra a snehu musia 
byť absorbované pomocou vhodne zvolenej konštrukcie. 
Odporúčame inštalovať rozstupy podpôr pre dané zaťaženie 
podľa záťažového diagramu. 

Diagram ukazuje zaťaženie pre Exolon® multi UV 7/20-14 BF
(podoprený po všetkých stranách, s minimálnym preložením 
≥ 20 mm) so štandardnými profi lmi na pozdĺžnych stranách. 
Nosné krivky umožňujú užívateľovi vypočítať únosnosť 
viacstenných dosiek k danej konštrukcii. Pokiaľ je hodnota 
preloženia menšia, rozstup vzdialenosti by mal byť pre dané 
zaťaženie znížený. Pre zaťaženie iba vetrom môže byť táto 
hodnota navýšená koefi cientom 1,1. 

Určenie nosnosti 
Systém odolnosti (hranica únosnosti) dosiek Exolon® multi UV 
7/20-14 BF bol stanovený v súlade s európskou smernicou ETAG 
010 na reálnych testoch. Zistené charakteristické hodnoty boli 
vypočítané na pozdĺžnych stranách pri uvážení upevňovacieho 
efektu (štandardné profi ly). Výsledky boli čiastočne aplikované 
na iné šírky pomocou zjednodušených, konzervatívnych 
modelov. Zaťaženie bolo zisťované ako rovnomerne rozložené 
lineárne zaťaženie, tj zaťaženie pôsobiace kolmo na dosky, ako 
napr. postupne pripadávajúci sneh. 

Tieto hodnoty sú orientačné hodnoty, stanovené nezávislou 
inštitúciou na základe obsiahlych testov na reálnych 
systémoch. Primeraná úroveň bezpečnosti sa musí pridať 
ako doplnok k týmto hodnotám. Krajné hodnoty musia byť 
posudzované prípad od prípadu.

Všeobecné skúsenosti ukazujú, že bezpečnostný faktor 1,3 je 
dostatočný s ohľadom na namerané hodnoty odporu. Tento 
bezpečnostný faktor je súčasťou tabuľky nosnosti a diagramu.

šírka

Záťažová tabuľka – výrobcom odporúčaná maximálna vzdialenosť priečnych podpier podľa rôzneho zaťaženia

Zaťaženie [Kg/m2] 75 100 125 150 200 Šírka [mm]

Vzdialenosť lát A [m]

4,9 3,5 2,9 2,4 1,6 980

3,5 2,8 2,2 1,9 1,4 1200

1,1 - - - - 2100

Vzdialenosť lát A [m] 
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The manner in which you use and the purpose to which you put and utilize our products, technical assistance and information (whether 
verbal, written or by way of production evaluations), including any suggested formulations and recommendations, are beyond our 
control. Therefore, it is imperative that you test our products, technical assistance, information and recommendations  to determine 
to your own satisfaction whether our products, technical assistance and information are suitable for your intended uses and ap-
plications. This application-specific analysis must at least include testing to determine suitability from a technical as well as health, 
safety, and environmental standpoint. Such testing has not necessarily been done by Exolon Group. Unless we otherwise agree in 
writing, all products are sold strictly pursuant to the terms of our standard conditions of sale which are available upon request. All 
information and technical assistance is given without warranty or guarantee and is subject to change without notice. It is expressly 
understood and agreed that you assume and hereby expressly release us from all liability, in tort, contract or otherwise, incurred in 
connection with the use of our products, technical assistance, and information. Any statement or recommendation not contained 
herein is unauthorized and shall not bind us. Nothing herein shall be construed as a recommendation to use any product in conflict 
with any claim of any patent relative to any material or its use. No license is implied or in fact granted under the claims of any patent.

Exolon® is a registered trademark of Exolon Group

Exolon Group S.p.A
Strada Di Vagno 15/A –
05035 Nera Montoro (TR)

Italy

www.exolongroup.com
sales@exolongroup.com
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Exolon® multi UV 7/20-14 BF (Butterfly)
Multiwall polycarbonate sheet

Exolon Group also produces solid sheets in polycarbonate (Exolon® GP) and in polyester (Vivak® and Axpet®). 
For more information, take a look at www.exolongroup.com.

Při použití Exolon® multi UV 7/20-14 BF ve střešních nebo 
stěnových instalacích musí být síly vyvíjené zatížením sněhem a 
větrem absorbovány vhodnou spodní konstrukcí. Doporučujeme 
realizovat vzdálenost podpěr uvedenou v diagramu pro příslušné 
zatížení.

Diagram ukazuje nosnost Exolon® multi UV 7/20-14 BF (podepřená 
ze všech stran, hloubka drážky ≥ 20 mm) se standardním profilem 
na podélných stranách. Nosné křivky umožňují uživateli vypočítat 
skutečné nosné charakteristiky vícestěnných plechů v jejich nosné 

Pokud je hloubka drážky menší, měly by být vzdálenosti podpěr 
sníženy v souladu s příslušným zatížením. Pro samotné síly větru je 
dovoleno zatížení násobit 1,1

Charakteristiky nosnosti (určení)*:
Odolnost součásti (mezní stav únosnosti) Exolon® multi UV 
7/20-14 BF byla vypočtena pomocí zkušebních protokolů 
podobných výrobků. Tyto hodnoty jsou referenčními hodnotami, k 
těmto hodnotám je třeba dodržet ještě adekvátní bezpečnostní 
rezervy. Rozpětí je třeba posuzovat případ od případu.

Obecně zkušenosti prokázaly, že bezpečnostní faktor 1,3 je 
adekvátní s ohledem na naměřené hodnoty odporu. Tento 
bezpečnostní faktor je zahrnut v tabulkách zatížení a diagramu..

Tato prohlášení nenahrazují specifikované národní certifikáty, 
např. schválení stavebního dozoru (Bauaufsicht-liche Zulassung 
Německo), Avis Techniques (Francie) atd.

*Further information can be obtained on request

Exolon Group S-Line, the standard product line, represents a range of certified quality products which offer 
the reliable solution for most applications.
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The manner in which you use and the purpose to which you put and utilize our products, technical assistance and information (whether 
verbal, written or by way of production evaluations), including any suggested formulations and recommendations, are beyond our 
control. Therefore, it is imperative that you test our products, technical assistance, information and recommendations  to determine 
to your own satisfaction whether our products, technical assistance and information are suitable for your intended uses and ap-
plications. This application-specific analysis must at least include testing to determine suitability from a technical as well as health, 
safety, and environmental standpoint. Such testing has not necessarily been done by Exolon Group. Unless we otherwise agree in 
writing, all products are sold strictly pursuant to the terms of our standard conditions of sale which are available upon request. All 
information and technical assistance is given without warranty or guarantee and is subject to change without notice. It is expressly 
understood and agreed that you assume and hereby expressly release us from all liability, in tort, contract or otherwise, incurred in 
connection with the use of our products, technical assistance, and information. Any statement or recommendation not contained 
herein is unauthorized and shall not bind us. Nothing herein shall be construed as a recommendation to use any product in conflict 
with any claim of any patent relative to any material or its use. No license is implied or in fact granted under the claims of any patent.

Exolon® is a registered trademark of Exolon Group
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Exolon® multi UV 2/6-8
Multiwall polycarbonate sheet

Exolon Group  also produces solid sheets in polycarbonate (Exolon® GP) and in polyester (Vivak® and Axpet®). 
For more information, take a look at www.exolongroup.com.

When using Exolon® multi UV 2/6-8 in roof or wall installations, 
the forces exerted by snow and wind loads must be absorbed 
by a suitable substructure. We recommend implementing the 
support distance indicated in the diagram for the respective 
loads.

The diagram shows the load-bearing capacity of  Exolon® multi 
UV 2/6-8 (supported on all sides, rebate depth ≥ 20 mm) with 
a standard profile on the longitudinal sides. The load-bearing 
curves enable the user to calculate the actual load-bearing 
characteristics of the multi-wall sheets in their support con-
struction.

If the rebate depth is smaller, the support distances should be 
reduced in accordance with the relevant load. For wind forces 
alone, the loads are permitted to be multiplied by 1.1.

Load bearing characteristics (determination): 
The component resistance (limit state of load bearing  capacity) 
of Exolon® multi UV 2/6-8 has been calculated by using test 
reports on similar products. These values are reference val-
ues, adequate safety margins must be observed in addition 
to these values. The margins are to be assessed on a case-by 
case-basis.

In general, experience has proven that a safety factor of 1.3 is 
adequate with regard to the measured resistance values. This 
safety factor is included in the load tables and diagram.

These specifications do not replace national regulations, 
such as building inspectorate approval in Germany (DIBt), 
Avis Techniques in France, etc. 

* Further information can be obtained on request

Exolon Group S-Line, the standard product line, represents a range of certified quality products which offer 
the reliable solution for most applications.
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